2

PART NO DESCRIPTION SEAL KIT

21510000 | NUT, JAM, HEX, M8-1.00

23350085 | SPRING, COMPRESSION

23650009 |BALL, TUNGSTEN-CARBIDE, 4mm

39051079 |0-RING, (bmm X |

39051081 |0-RING, (26mm X 2)

39051087 |0-RING, (4mm X 3

39053041 | SEAL, WIPER, SNAP IN, WED, 15, 94A, AU
39056001 | SEAL, STEP, ROD, 15

39056021 | SEAL, CAP, PISTON, 25, 90A, AU GRPHT FLD
43068004 |PLUG, SOCH, G1/8

81400131 |PLUNGER, SC, TMPa, 25B, LH

81400151 |CAP, LC/SC, TMPa, 258

81400200 |PLUG, MANIFOLD, TMPa, M6

81400202 |PIN, STOP, BALL, METRIC, 4mm BALL X B
L6014250 |KIT, SEAL, SC, TMPa, 258 NOTED
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SEE DETAIL

ORQUE TO
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DETAIL A
SCALE 3.000

USE GREASE TO HOLD

SPRING, STOP PIN, &

BALL IN BODY PRIOR
TO INSTALLING PLUNGER

TORQUE TO
[0 FT-LB/13.6 Nm

TORQUE DRY JOINT TO

Al 25 IN-LB/2.8 Nm A
INSTALL WITH STEP
TOWARDS BOTTOM CAP
DETAIL B
SCALE 3.500
A ®
PARTS \/VEKTEK
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