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NA | N/A | 46100009 | KIT, SPRING
NA | NJA | 6V150118 | KIT, SEAL, FKM
NA | N/A | 46000009 | KIT, SEAL, STANDARD
Assemble with lip side 14 | 1 | 39755004 | GASKET, (-134) X X X
facing bottom of body 13 | 1 | 81591800 | DISK, PIVOT, BALL, SC, 5000, SA X
12 | 1 | 81531800 | RETAINER, SC, 5000
11| 1 | 49001905 |BREATHER, 1/4 BSPP
10 | 1 | 47511800 | PLUNGER, SC,22 kN
9 | 1 | 39053005 | WIPERSNAP-IN, (1-1/4) X X
8 | 1 | 39011060 | SEAL,BEVEL W/HEEL INSERT,1-1/4 x1/8 x1-1/2 X 39052015
7 | 1 | 39011055 | SEAL, BEVEL, 1-9/16 x 3/32x 1-3/4 X 39052013
6 | 1 | 39000038 |O-RING, (-008) X 39051021
5 | 1 | 30601130 | ASSY,PLUG, SOCH, SAE 3
4 | 2 | 23600013 |BALL STEEL, ALLOY, 312 X X X
3 | 1 | 23314010 | SPRING, COMPRESSION X
B 2 | 1 | 23314009 | SPRING, COMPRESSION X B
1 | 1 | 21500011 | SCREW, CAP, BTNH, M16 X 25, ALY
No. | QTY | PART No. | DESCRIPTION Sézgldﬁ:td SZ;'\{'(“ Spring Kit
TIGHTEN TO  ; ‘
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foraue | i Ropcesble
fo—0] Lubricate all seals with clean
hydraulic fluid prior to assembly.
Do Not Use Silicone Based Lubricants.
@
=% Assemble with lip side
C / facing top of plunger
O«————Coat ball with
lithium grease
A A
A ®
Tighten to 41 Nm
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