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Lubricate all seals with clean
hydraulic fluid prior to assembly.
Do Not Use Silicone Based Lubricants.

Assemble with lip side
B facing bottom of body B

Body- Not
Replaceable
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6 Nm | ‘
(50 IN-LBS) ! |
TORQUE i |
|
4

NA | NA [ 6150218 | KIT, SEAL, FKM
NA | NIA | 46000013 | KIT, SEAL, STANDARD
10 | 1 | 30755004 | GASKET, (-134) X X
9 | 1 [ 81531800 | RETAINER, SC,5000
8 | 1 | 47511800 | PLUNGER,SC,22kN
7 | 1 | 30053005 | WIPER SNAP-N, (1-114) X X
6 | 1 | 39011060 | SEALBEVEL WHEEL INSERT1-1/4 x1/8 x1-112 39011060 | 39052015
5 | 1 | 3001105 | SEALCROWN,1-916x1-3/4x5132 39011056 | 3911056
A 4 | 1 | 39000038 | O-RING, (-008) 39000038 | 39051021 | A
3 | 1 | 30601130 [ ASSY,PLUG, SOCH, SAE 3
‘ 2 | 1 | 23600013 | BALLSTEEL, ALLOY, 312 X X
E 1| 1| 21500011 | SCREW, CAP, BTNH, M16 X 25, ALY
{ No. | QTY | PART No. | DESCRIPTION Standerd | PR
] A ®
[ ]
) Tighten to 41 Nim PARTS \//VEKTEK
(30 ft-lbs) LIST VEKTEK, INC.
torque 1334 E. SIXTHAVE. P.0. BOX 625
ENPORIA, KS. 66801 U.SA
L | 3449 RELEASE Jow 04106118 ASSEMBLIES AFFECTED PARTS LIST,ASSY,SC,TB,22KN,DA
REV | IN ACCORDANCE WITH ECN EFFECTIVE DATE REVISED BY DATE 41502221, 41502221F i
pRway:covges | DRAWING STATUS: Released 41502222, 41502222¢ = [ MPL1515 ReV | &
OATE. 030256 | PRODUCTION APPROVEDFOR RELERSED STATUS ONLY 41602225, 41502225F A L |5
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