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LUBRICATE ALL SEALS WITH CLEAN HYDRAULIC OIL PRIOR TO ASSEMBLY.
DO NOT USE SILICONE BASED LUBRICANTS.
NON-REPLACEMENT PART
TORQUE TO
48 Nm (35 FT-1B)
B B
NON-REPLACEMENT PART
TORQUE TO
48 Nm (35 FT-1B)
PART NO DESCRIPTION T T
21420019 |NUT, HEX, 3/8-64, SST
21430022 | WASHER
21440035 | SCREW, SET, FP, 3/8-64 x 3/4, SST
23002015 |RETAINING RING, BASIC INTERNAL X X X
23010006 |RETAINING RING, C, EXT X X
23310014 |SPRING, COMPRESSION X X X
23312005 |SPRING, COMPRESSION X
39000009 |0-RING, (-008) X 139050021
39000063 |0-RING, (-010) X X
39000064 |0-RING, (1Tmm x 2.90) X |39V00064
39000065 |0-RING, (1lmm x 2.10) X |39V00065
39010061 |BU RING, (-010) X X
39010062 |BU RING, (I1mm x 2) X X
39010063 |SEAL, ROD X X
39051076 |0-RING, (6mm x 2) X |39V51076
87010000 |PISTON, VLV, SEQ
87010001 |PLGR, VLV, SEO
81030000 |GUIDE, SPRING, VLV, SEQ A
81030002 |RETAINER, VLV, SO
81044011 |NANIFOLD, VLV, SEQ, WM
60704002 |KIT, SEAL, STANDARD NOTED NIA NIA
6V104002 |KIT, SEAL, FM, N/A NOTED NIA
61704000 |KIT, SPRING N/A NIA NOTED
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PARTS \/VEKTEK

LlST VEKTEK, INC.
1334 E. SIXTH AVE.  P.0. BOX 625

EMPORIA, KS. 66801  U.S.A.
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