APPLY LUBRICANT TO ALL SEALS PRIOR TO INSTALLATION
DO NOT USE SILICONE TYPE LUBRICANTS.

B
62707003 | KIT, REPAIR, SWITCH, PRESS
97075005 | ASSY, SWITCH, PRESS, M8 X
87075010 | ADJUSTER, SWITCH, PRESSURE, SEVERE ‘
87075007 | COLLAR, SWITCH, PRESSURE
87075006 | PIN, STROKE, SWITCH, PRESSURE
87075003 | PLUNGER, SWITCH, PRESSURE
87075002 | BODY, SWITCH, PRESSURE
81075001 SHIM, ENDED, DOUBLE
39055006 | SEAL, BONDED, 1/8 BSPP
39053003 | WIPER,PRESS-IN, 1", 85 FKM
39051075 | O-RING,24.5mm x 1.5,70 NBR
39050053 | O-RING, (-002),.042x.050,70 NBR
39050052 | SEAL, PIN, STROKE, SWITCH, PRESS
39050026 | O-RING, (-018),.739x.070,70 NBR X
39000070 | O-RING, (-904),.351x.072,90 AUD X
31091006 | FILTER, BRONZE, SINTERED, .250, 150p
30898244 | ADAPTER, GI/8 M - SAE 4 FEM A
27742400 | CORDSET,MALE, FEMALE,M8,0.5M
23350015 | SPRING
21440022 | SHSS, CUP POINT
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