1 L 2 2
Lubricate all seals with clean
hydraulic fluid prior to assembly.
Do Not Use Silicone
Based Lubricants.
Assemble with lip side
facing bottom of body
B B
\ TIGHTEN TO
| 50-+10 IN-LBS TORQUE
‘ /Body- Not
Replaceable
B
| (o)
60-1501-18 6V-1501-18
! Standard Fluorocarbon 681'1;01[(1“8
| Seal Kit Seal Kit pring
| 39-T550-04 39-T550-04 39-T550-04
‘ 39-0110-60 39-0520-15 23-3140-09
‘ As§emble with lip side 39-0110-61 39-0530-05 23-3140-10 ‘
facing top of plunger 23-6000-13(2 EA) | 23-6000-13(2 EA) 81-5918-00
39-0000-38 39-0520-21 39-0000-38
39-0110-55 39-0520-13 23-6000-13(2 EA)
— 14 | 1 39755004 | GASKET, (-134)
\ ﬁg_at ball with 13 | 1 92090001 | ASSY, BREATHER, SAE #4
O fthium grease 12 | 1 | 81591800 | DISK, PIVOT, BALL, SC, 5000, SA
11 1 81531800 | RETAINER, SC, 5000
10 | 1 81511800 | PLUNGER, SC, 50004
3 9 1 39011061 | WIPER,SNAP-IN, (1-1/4)
8 1 39011060 | SEAL,BEVEL W/HEEL INSERT, 1-1/4 x1/8 x1-1/2
2 7 1 39011055 | SEAL, BEVEL, 1-9/16 x 3/32 x 1-3/4
6 1 39000038 | O-RING, (-008)
A 5 1 30601130 | ASSY, PLUG, SOCH, SAE 3 A
4 2 | 23600013 | BALL STEEL, ALLOY, 312
0 3 1 23314010 | SPRING, COMPRESSION
2 1 23314009 | SPRING, COMPRESSION
1 1 21410022 | BHCS, 5/8-18 x 1, ALY
No. | QTY | PART No. | DESCRIPTION
®
Tighten to A
30 Ibf-ft torque PARTS B VE KTEI(
LIST VEKTEK, INC.
1334 E. SIXTHAVE. P.0.BOX 625
EMPORIA, KS. 66801 U.SA.
P | 3449 RELEASE JDW 03/27/18 Model Number | PARTSLIST, ASSY, SC, TB, 5000, SA
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