1 L 2 2
Lubricate all seals with ¢lean
hydraulic fluid prior to assembly.
Do Not Use Silicone
Based Lubricants
Tighten To
B 50 IN-LBS B
Torque
3 Piece Seal
Assemble with T-seal
between backup rings
; ! :
| \ j=—=Body Not
i [ i Replaceable
‘ DETAIL A
SCALE 3.000
STD FKM
NO |QTY |PART NO DESCRIPTION SEAL KIT |SEAL KIT
\ | 21410022 [BHCS, 5/8-18 x |, ALY
? I | 23600013 |BALL STEEL, ALLOY, 312 X X
3 [ 30601130 [ASSY,PLUG,SOCH, SAE 3,303 SSTL
4 139000038 [O-RING, (-008) X 3905102
A 5 I 390011060 | SEAL,BEVEL W/HEEL INSERT,I-1/4 x1/8 xI-1/2 X 39052015
6 [ 390011061 [WIPER, SNAP-IN, (I-1/4) X 39053005
1 I | 67000142 [ TAG, INSTALLATION, ARM, SC
A 8 | 81511800 [PLUNGER, SC, 50004 A
9 | 81531800 [RETAINER, SC, 5000
10 I | 39HI1056 [SEAL,T, (1 9/16X5/32X1 3/4) X 39VIT1056
I I 39755004 |GASKET, (-134) X X
N/A | NJA | 60150227 |KIT, SEAL, NOTED N/A
Tighten To N/AL NZA | 6VIS0218 [KIT, SEAL, FKM, N/A NOTED
SECTION A-A 30 FT-LBS
‘ Torque JA ®
|
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