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LUBRICATE ALL SEALS WITH CLEAN
HYDRAULIC OIL PRIOR TO ASSEMBLY.
DO NOT USE STLICONE BASED LUBRICANTS.

INSTALL
LIPS DOWN
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; BODY
/NOT A REPLACMENT PART

V150240 | SEAL KIT, FKM
60150240 | SEAL KIT, STANDARD
39755004 | GASKET, (-134)
39HT1056 | SEAL,T, (1 9/16X5/32X1 3/4) 39V11056
90199992 | ASSY,BALLSEAT,SC, 5000, VC
81531800 | RETAINER, SC, 5000
81911800 | PLUNGER, SC, 5000%
39054008 | BU RING, (-218)

39053005 | WIPER, SNAP-IN, (1-1/4)
39011060 | SEAL,BEVEL W/HEEL [INSERT,1-1/4 xI/8 xI-1/2 39052015
30871120 | ASSY, ADAPTER, SC, TF, MM 30871120F
30601144 | PLUG, SOCH, SAE 4

30601130 | ASSY,PLUG, SOCH, SAE 3,303 §STL
30601122 | PLUG, SOCH, SAE 2

23600013 | BALL STEEL, ALLOY, 312
21410022 | BHCS, 5/8-18 x I, ALY
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