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Lubricate all seals with clean
hydraulic oil prior to assembly.
DO NOT USE SILICONE
BASED LUBRICANTS
&
Insert in access hole on back T U~
side of body and thread into T R, >
piston until flat point of the U~ //w’/ | Body-Not Replaceable
screw is even with the \ ~ ,‘./’///__
inside of the piston. 0
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Assemble with lip side of
seal facing bottom of body
Assemble with lip side of seal
<:§:>447 facing top of piston
Align slot with hole in body, insert
pin(12) and tighten cap screw (1)
to 20 in Ib torque.
’ Insert in bottom counterbore ‘
and tighten set screw to
Il in Tb torque
Tighten to 16 ft Ib torque using NOTE: Seal & Spring Kits Contain
crisscross tightening sequence Componets To Rebuild (1) Single
Collect Vise (3) Are Required For
The Triple Collet Assy.
Standard |Fluorocarbon . .
12 [3 [81591901 [ LOCATOR, VISE, COLLET Seal Kit Seal Kit 5635111%95'.!1(6'(
Il |3 [ 81591900 | PIN, GUIDE, VISE, COLLET 60-1221-19 | 6V-1221-19
Ao | 81541903 | BASE, VISE, COLLET, TRIPLE 39-0110-76139-VI10-761]39-0000-53 A
9 3 81511900 | PISTON, VISE, COLLET
8 |3 | 39001077 | WIPER,SNAP-IN, (1-1/2), 90 AU 39-0110-7T]39-VIT0-77]23-3150-02
7 3 39011076 | SEAL, LOADED LIP 39-0000-53 | 39-V000-53
6 3 39011075 | SEAL, LOADED LIP
5 |3 | 39000053 | 0-RING,(-007), . 145x_ 070,70 NBR 39-0110-75]39-VII0-T75
4 3 23315002 | SPRING 7A ®
3 3 21440006 | SHSS, FLAT POINT, SELF-LOCKING
2 12 | 21411010 | SCREW, CAP, SOCH, 5/16-18 X I-1/4, ALY PARTS B VEKTEK
| |3 | 21410006 | BCS, 8-32 x 1/4, SST LIST VERTER, IKC.
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