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Lubricate all seals with clean
hydraulic fluid prior to assembly.
Do Not Use Silicone
Based Lubricants.
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Assemble with lip side

ﬁ facing bottom of body
B | Body- Not B

(
V Replaceable

[tem 8- 3 piece seal.
f Assemble with T-seal
- between backup rings.

=D/ VI =)

\\§

. P

Backup-rings
> 60-1502-09 6V-1502-09
Standard Fluorocarbon
Seal KIt Seal Kit
-‘(////,,<:::> 39-1550-02 39-1550-02
39-0100-20 39-V100-20
39-0110-23 39-0530-0]
39-0000- 19 39-0510-06
23-6000-11 23-6000- 11
39-H100- 18 39-V100-18
9 | 1 | 39755002 | GASKET
. 8 | | | 39HI0018 | SEAL, T, PISTON, 11/16 X 5/32 X 1/8
T | 1 | 81530901 | RETAINER, SC, 1100
6 | 1 | 81510904 | PLUNGER, SC, LS, I1004
A 5 | 1 | 39001023 | SEAL, WIPER, SNAP-IN, (5/8) A
4| 1 | 39010020 | SEAL,BEVEL W/ HEEL INSERT,5/8x1/8x1/8
3| 1 | 39000009 | 0-RING
2 | 1 | 23600001 | BALL, STEEL, ALLOY, .181
I | | | 21410009 | BUTTON HEAD CAP SCREW
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