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LUBRICATE ALL SEALS WITH CLEAN
HYDRAULIC OIL PRIOR TO ASSEMBLY.
DO NOT USE SILICONE BASED LUBRICANTS.
\NSTALL LIPS DOWN
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ﬂ TIGHTEN TO 55 FT-LBS TORQUE
" U U U USE VEKTEK TORQUE TOOL
= NEW STYLE TORQUE TOOL AT200151, 10 POINTED TOOL (CIRCA 2018)
B [ OLD STYLE TORQUE TOOL AT200150, 2 POINTED SPANNER HOLE TOOL B
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3 piece seal
Assemble with T-seal
ISt between backup rings
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: A | WA | NIA | 6V200214 | SEAL KIT, FAN NOTED
| ~ - ! NIA | NI | 60200215 | SEAL KIT, STANDARD NOTED
- T 1 | 39H11031 SEAL,T, (1 5/16X5/32X1 1/2) X 39VI1031
A — ) | 82031501 GLAND, CYL, 8800 & 39.9 KN A
YN g TIGHTEN TO 84 IN-LBS TOROUE S| | | 82011506 | PISTON,CYL,8800,2 STRK
1/ 1| 1 | 39001048 | SEAL, LL, (I-1/8 K 118 X [/8 % -3/8) | X |39012001
3 | | | 39001019 | WIPER,SNAP-IN, (1-1/3] X 39050020
2 | | | 39000003 | 0-RING, (-029) X 39012014
| | 30601144 | PLUG, SOCH, SAE 4
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