| /@ Lubricate all seals with clean

hydraulic fluid prior to assembly.

Do Not Use Silicone
Based Lubricants.

TT———Assemble with lip side
facing bottom of gland

, ' Tighten to
IE’Ef!ﬁSS Ibfeft torque
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. : L Assemble with lip side
’ & | l/chmg top of piston ‘
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Standard |Fluorocarbon

. ! Spring Kit

—— Seal Kit Seal Kit i X
—— 60-2011-15| 6v-2011-15 | B/ 201119
39-0110-28 | 39-0120-15 |23-3130-19

39011048 | 39-0120-07
39-0010-13 | 39-0120-14
/%y 39-0110-19 | 39-0500-20
52090001 | ASSY, BREATHER, SAL #4
=2 P S 82031501 | GLAND, CYL, 6800 8 39.9 KN
82011505 | PISTON, CYL_, I SIRK., 8800 (B
39011048 | SEAL, LOADED LIP
39011028 [ STAL, BEVEL, 15716 X 3/32 X 1-172]| 5
39011019 | SEAL, WIPER, SNAP-IN, (1-178)
33001013 | 0-RING

30601144 | PLUG, SOCH, SAE 4
23313019 | SPRING
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1 No. | QTY | PART No. | DESCRIPTION
' 2 ®
PARTS N/ VEKTEK
LIST VEKTEK, INC.
1334 £ SIXTHAVE. .0, BOK 625
EMPORTA, KS. 66801  U.S.A.
Flarie RELEASE MES 12-14-09 Model Number | ASSY, CYL, PULL, BB, 3800, I STRK|
REV | 1N ACCORDANCE WITH EC EFFECTIVE DATE REVISED BY DATE 2255'::]551::: PARTS LIST %
D BY: BusH [ DRANING STATUS: Released had Szt PL-2131 R | o
DATE:12-10-9% | PRODUCTION APPROVED FOR RELEASED STATUS ONLY A - F |2
1 ‘ 2 FORM FEGO35_PL_ASIZE, REV. A
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