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Tighten to
55 Ibfeft torque

Lubricate all

seal

s with clean

hydraulic fluid prior to assembly.
Do not wuse

silicone based

lubricants.
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| Assemble with lip side
i facing bottom of piston
4 ; % Standard Fluorocarbon .
- ) Seal Kit Seal Kit | SPring Kot
I §0-2101-00 6V-2101-00
: 39-0100-13 39-0120-00 | 23-3130-06
- 39-0110-17 39-0120-11
| /] 39-0500-42 (2)]39-0510-25 (2)
| 6 | | [ 82030802 | GLAND, CYL, BB, DA, 2200
Body_not 5 | 1 | 82010804 | PISTON, CYL, BB , 2200, .15 STRK
A I —Body . CYL, BB , ,
i Replaceable 4| 2 | 39050042 | 0-RING A
| 3| 1 | 39001017 | SEAL, WIPER, SNAP-IN, (1/2)
| 2 |1 [ 39010013 | SEAL, BEVEL, 9/16 X 3/32 X 3/4
I 1 | || 23313006 | SPRING
i No. | QTY | PART No. | DESCRIPTION
A/éiZ;// 1 ®
LIST VEKTER, INC
1334 £ SIXTHAVE. .0, BOK 625
EPORIA, KS. 66801 U.S.A.
D |21 RELEASE MES 10-22-09 Model Number | ASSY, CYL, BB, MM, 2200, .75 STRK,SN
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