Directional Control Valves

Single and Double Acting

- Maximum Operating Pressure 500 bar (50 MPa).
- Minimum Operating Pressure 10 bar (1 MPa).
- CETOP 3 adaptation.

Model No. 47-0301-55
2-Position, 3-Port
Seat Valve
- Manually Operated
- For Single Acting cylinders

Model No. 47-0331-55
2-Position, 3-Port
Seat Valve
- Solenoid Operated
- For Single Acting cylinders
- 24 VDC

Model No. 47-0341-55
2-Position, 3-Port
Seat Valve
- Pneumatically Operated
- For Single Acting cylinders

Specifications

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Nominal Size</th>
<th>Type</th>
<th>Nominal Flow</th>
<th>Weight (g)</th>
</tr>
</thead>
<tbody>
<tr>
<td>47-0301-55</td>
<td>6</td>
<td>Seat Valve</td>
<td>12 L/m</td>
<td>444</td>
</tr>
<tr>
<td>47-0331-55</td>
<td>6</td>
<td>Seat Valve</td>
<td>12 L/m</td>
<td>740</td>
</tr>
<tr>
<td>47-0341-55</td>
<td>6</td>
<td>Seat Valve</td>
<td>12 L/m</td>
<td>459</td>
</tr>
</tbody>
</table>

CETOP Sub-plate

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>47-0941-10</td>
<td>Subplate, Valve, CETOP 3</td>
</tr>
</tbody>
</table>

Mounting Holes for M5 Socket Head Cap Screw
- four places
- M5 X 12 deep (4X) For CETOP 3 Valve Mounting Pattern
- Ø 4.1 mm Locating Hole
- Pressure Port G1/4
- Auxiliary "A" Port (With G1/8 Plug)
- "A" Port G1/8
- "B" Port G1/8
- G1/4 Tank Port
- Auxiliary "B" Port (With G1/8 Plug)

www.vektek.com
Outside US +1-913-365-1045